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CONSTRUCTICN DETAILS

Install 27" steel pele with o 50' mast arm, traffic signal heeds and signs as shown.
{Note: 1-3", DO® pelyvinyl chloride (Schedule 80) hend.)

. Insicll 27’ steeal ole with o 44' mast arm, traffic signal heads, signs, 15' lighting arm

with a 250W-H luminaire, pedesirian 5|gnalheud and pushbution with pedestrian
education sign us shown. (Note: 1-3", 90" polyviny! chloride (Schecule BQ) bend.)

. Install 27" steel pole with a 54' mast arm, traffic signel heads, signs, 157 lighting arm

with o 250W-HPS iuminaire and pedestrlan signal head as shown. (Note: 1- 37, 80°

poiyvinyl chioride (Schedule B0) bend.)

. Install 27' steel pole with a 60’ mast arm, traffic signal heads, signs, pedestricn signdl

head aond pushbutton with pedestrian education sign as shown. (Note: i- 3%, 80¢

polyvinyl chloride (Schedule 80) bends.}

Install NEMA size "6" base-mounted cabinet and coniroller, control and distruibution
with allnecessary equlpment as shown. (Note: 2-2", 90"polyvmgl chioride

{(Schedule B0O) bend and 2-4", 90° polyvinyl chioride (Schedule BG) bends.)

install 6' x 22' loop deiector encased in 4" flexible tubing quadrupole type (3-6-3).
nstall 8’ x &' loop detector encased in /4" flexible tubing (4-turns).

Install handhole.

Instoll 1* liquid tight fiexible non-metallic electrical conduit (detector wire sieevel.

Install 3" polyvinyl chioride electrical conduit {Schedule 80) {trenched}.

Install 3" polyvinyl chioride electrical conduit {Scheduie BO) (trenched) (fo be tunneled
under sidewolk).

M. Install 4" polyvinyi chloride electrical conduit (Schedule 80) (bored).

. install 4" pelyvinyl chloride electrical conduit (Schedule 80) {trenched).

. Install 12" (white} heat cpplied permanent preformed thermepuastic

pavement markings as shown. {crosswalk)

. Install 24" (white) heat applied permanent preformed thermopastic

povement markings as shown. (stopline}
Install ground mounted W3-3 sign os shown.

Cut existing overheod interconnect cable ot PEPCC pole and pull cable back 1o
E‘roposed cabinet. Remove the existing overhead 50-pair I/C west to the cabinet ot
D 117 and Liberty Mill Rood and replace in kind with ¢ new run of 50-pair from

Liberty MiHl Road east to Kingsville Village Avenue.

. install 1-3" polyvinyi chloride riser, 1-3" weatherhead and 1-3", 90° polyviny{ chloride

(Schedule B0) bend onto PEPCO pole #/7204B3-6851 as shown.

. install £® pelyvinyl chioride electrical conduit (Schedule BO) trenched, for proposed

underground electrical service by PEPCO.

Inatail 50-pair telemetry cable (self-supporting) os shown.

. Exiating overhead 50-pair telemetry cable to remain.

. Remove existing curb and qutter ond replace with depressed curb and gutter and

install handicap ramp os shown.

. Instell 4" wide sidewalk as shown,
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NOTE:
All proposed pavement markings on Kingsview Village Avenue
are proposed and are to be installed by others.
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